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Sync (%) Vision

Resolving Unmet Medical Needs



Portable, Simplify & Ergonomics Device

and patient to immediately
lear image with vivid color.

Instant set-up

No wiring, no installation, built-in battery.
Compared to the traditional intraoral camera,
our cordless product is much simpler

and easy to use.

User-friendly operation
High quality images can be instantly captured and
stored in the device by a single click on the freeze
button. Images can be reviewed by clicking the left
and right button.

’

Optional changeable
Flexible probe

Flexible Probe makes it easy for physician to observe
different angles of the intraoral and nasal cavity.

Brightness adjustment

It prevents blurriness problems by providing brightness
adjustment to adapt to different inspection conditions.

Moveable Micro SD Card

It allows users to save over 10,000 images, which can be

transferred via USB cable to the computer.

Video out display

A video outlet enables synchronized display of the
image on an external monitor, improving the
communication between the physician and patient.

Built-in battery
Built-in battery can operate with 2 hours runtime.
Battery status and level are displayed on the




Intraoral Camera

SyncVision iO1

= DESIGN
ﬁ AWARD

~ SyncVision 101 UGG E2¢  Dimension  165x63x35mm Light source  High Luminance white LED
L ] ' i - One iO1 intraoral camera Weight 1809 Flefomat  JPEG
. - Makes tre__atment SMmarks d Slmple E Display 25" full color TFFLCD.  Interface Video output / USB output
g 1 Itincreases efficiency of each treament process. il mm(L) : ;“°b° Rebesze. O52miix 120Ti). - Memoty oM
| It offers immediate communication between : g;st:“::"ma hetih Resolution 307,200 pixels Signal system  NTSC / PAL
¥ the dentist and patient. - Cable Set ( ) Focus Type  Auto Power Built-in rechargeable battery
: - AC Adapter & Wall Mount Kit Focusrange 15 to 50 mm. (2 hours runtime)
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Digital otoscope

SyncVision iO1 OTO

Design for
Asia Award
2014
Bronze
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Brings a reliable and easy exam

It increases efficiency of each treament process.
It offers immediate communication between
the ENT Doctors and patient.

SyncVision iO1 OTO |s]SNE)g.(e]S

- One iO1 OTO digital Otoscope
- One Solid Ear Camera Probe
- One 200mm(L) Flexible Probe

- Disposable Protective Cover
- Cable Set (RCA & USB)
- AC Adapter & Wall Mount Kit

SyncVision iO1 OTO JN[=1FYe]

- One iO1 OTO digital Otoscope - Cable Set (RCA & USB)

- One Solid Ear Camera Probe - AC Adapter & Wall Mount Kit
- Disposable Protective Cover

SyncVision iO1 SPECIFICATIONS

Dimension 165 x 63 x 35 mm Light source  High Luminance white LED

Weight 180g File format JPEG

Display 2.5" full color TFT-LCD. Interface Video output / USB output

Probe size @Z5mm x 50 & 120mm(L) Memory =2G MicroSD

Resolution 307,200 pixels Signal system NTSC / PAL

Focus Type  Auto Power Built-in rechargeable battery c €
Focusrange  10~20 mm ; 15~50mm (2 hours runtime)




Digital Veterinary Endoscope

SyncVision iO1 VET

Instant visual healthcare
for Veterinary

Synchronization vision delivery
Ergonomic, Portable, Affordable, Durable.



